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WARNING 



Care must be exercised to either have the pistol raised or pointed down 
range when loading. 

Before firing, the firer must be sure that the bore of the pistol is free 
from any foreign matter. Firing a pistol with any obstruction in the 
bore will result in damage to the weapon and possible injury to per- 
sonnel. 

Before starting an inspection, be sure to clear the weapon. Do not actu- 
ate the trigger until the weapon has been cleared. Remove magazine, 
inspect the chamber to insure that it is empty and check to see that 
no ammunition is in position to be introduced. 

Avoid skin contact with P-C-lll. The compound should be washed off 
thoroughly with running water if it comes in contact with the skin. 
A good lanolin base cream, after exposure to the compound, is help- 
ful. The use of rubber gloves and protective equipment is recommended. 

Clear the weapon of all ammunition before starting an inspection. Re- 
move the magazine and check the chamber to insure it is empty. Do 
NOT actuate the trigger until the weapon has been cleared. 
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Change ) HEADQUARTERS 

> DEPARTMENT OF THE ARMY 

No. 1 ) Washington, D. C, %k June 1969 

Operator and Organizational Maintenance Manual 
Including Basic Issue Items List and 
Repair Parts and Special Tools List 

PISTOL, CALIBER .45, AUTOMATIC, M1911A1, 
WITH HOLSTER, HIP (1005-673-7965) 
AND PISTOL, CALIBER 45, AUTOMATIC, M1911A1, 
WITH HOLSTER, SHOULDER (1005-561-2003) 

TM 9-1005-211-12, 16 September 1968, is changed as follows: 
Page 3-6. Figure 3-7, is superseded as follows: 
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Figure 3 7 Operator's disassembly /assembly of Caliber AS Automatic Pistol, M1911A1. (2 of 3) 




Table 3-5 — Inspection and Repair Procedures 



Component Part or Aammbky 


iMfMCtiOB 


Repair 


lUf crane* 


Page 3-15. 
Pistol 


Overall condition: 

(Added) The ejector will be examined for bun and cracking. 
Looseness is of no concern as long as the ejector 
retaining pin is not mieaing or the ejector will not lift out 
of the receiver after removal of the slide. 

Nicks, scratches, and burs. 






Slide Group 


(Superseded) Recoil spring must have a free overall length 
of not less than 6 inches or more than B14 inches. The 
pistol will not be considered unserviceable due to the 
absence of the detent on the recoil spring plug as long as 
the pistol is otherwise serviceable. 

Note. (Added) Care must be exercised to preclude forceful 
ejection of the recoil spring and /or plug as the barrel 
Dusning is lurnsa aurmg aisassemDiy. cipruig wiu not 
exhibit weakness, distortion or kinks. There will be no 
flat surfaces on the coil contour. Uniform diameter of all 
coils is permissible. A "flat" appearance on either end of 
the half-coil is not required. 




• * 



By Order of the Secretary of the Army: 

W. C. WESTMORELAND, 
General, United States Army, 
Official: Chief of Staff . 

KENNETH G. WICKHAM, 

Major General, United States Army, 

The Adjutant General. 

Distribution: 

To be distributed in accordance with DA Form 12-40 (qty rqr Block #116), Organizational maintenance require- 
ments for Pistol, Cal. .46, Automatic M1911A1. 
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Changes in force: C 1, C 2 



TM 9-1005-211-12 
C 2 

Change \ HEADQUARTERS 

\ DEPARTMENT OF THE ARMY 

No. 2 J Washington, D. C, 29 September 1970 

Operator and Organizational 
Maintenance Manual 
Including Basic Issue 
Items List and 
Repair Parts and 
Special Tools List 
PISTOL, CALIBER .45, AUTOMATIC, M1911A1, 
WITH HOLSTER, HIP (1005-673-7965) 
AND PISTOL, CALIBER .45, AUTOMATIC, M191 1 Al, 
WITH HOLSTER, SHOULDER (1005-561-2003) 



TM 9-1005-211-12, 16 September 1968, is 
changed as follows: 

Page S-2, table 3-2, procedure column, Discon- 
nector Test, line 2. Change 1 1/4 inch to read 
1/4 inch. 

Page 3-8. Paragraph 3-10a is superseded as 
follows: 

3-10. Cleaning, Inspection and Repair 

a. Cleaning. 

(1) General. Disassemble the pistol and 
clean all parts with a rag saturated with rifle 
bore cleaner (RBC) Dry parts, apply a light 
coat of general purpose lubricating oil (PL spe- 
cial) and assemble the pistol. 

(2) Cleaning after firing. The pistol 
must be thoroughly cleaned as soon as possible, 
after firing, in the following manner. 

(a) Disassemble the pistol. 

(b) Clean all parts with rifle bore clean- 
er (RBC), dry all parts and apply a light coat 
of oil (PL special). 



(c) Clean the bore and chamber a* fol- 
lows: 

1. Wet a swab with rifle bore clean- 
er (RBC) and run it back and forth through 
the bore several times. 

2. Attach the pistol bore brush (1 9 fig 
B-2) to the cleaning rod (2, fig. B-2). 

3. Run dry swabs through the bore 
and chamber until they are clean. 

4. Inspect the bore for cleanliness. If 
it is not free of all residue, repeat the cleaning 
process. 

6. When the chamber and bore are 
clean, coat them lightly with oil (PL special). 

6. Assemble the pistol. 

7. Perform the test for correct as- 
sembly (para 3-9b). 

8. Apply a light coat of oil to the ex- 
terior surfaces of the pistol. 
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Page S-15, table 3-5. Make the following additions and changes: 

Table 5-5. Inspection and Repair Procedures 



Component part or assembly 


Inspection 


Repair Beferenet 


Slide Group 


(Added) Inspect for weak extractor. 


(Added) 




Note. A weak extractor can readily be detected 


Replace 




without disassembly of the slide group as follows: 


weak ex- 




1. With the tip of the forefinger check for move- 


tractor 




ment of the extractor within the slide, at the 






ejection part. 






2. If the extractor exhibits a side to side movement, 






the spring tension of the extractor body is weak 






and the extractor should be replaced. 




HoLster 


Note. (Superseded) Brass portions and surround- 
ing leather will be free of a green or bluish deposit. 
Leather will be black. If leather is not black evacuate 
to direct support maintenance. 





Page 4-1. Paragraph 4-26 is superseded as 
follows: 

b. Cartridge, caliber .45, Blank, M9 is used 
to simulate fire and for salutes. Due to the 



configuration of this cartridge it cannot be 
fired semi-automatically in the pistol and must 
be used for single shot only. It can be identi- 
fied by the tapered mouth and absence of a 
bullet 
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By Order of the Secretary of the Army: 



Official: 



W. C. WESTMORELAND, 
General, United States Army, 
Chief of Staff. 



KENNETH G. WICKHAM, 

Major General, United States Army, 

The Adjutant General. 

Distribution: 

To be distributed in accordance with DA Form 12—40, (qty rqr block no. 116) Organizational maintenance 
requirements for Pistol, Cal. .45 Automatic M1911A1. 
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Changes In force: CI, C2, and C3 
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Change | 
No. 3 I 



HEADQUARTERS 
DEPARTMENT OF THE ARMY 
Washington. D.C. t October mi 



Operator and Organizational 
Maintenance Manual 
Including Basic Issue Items List 
AND 

REPAIR PARTS ANO SPECIAL TOOLS LIST 
PISTOL, CALIBER .45, AUTOMATIC M1911A1 
WITH HOLSTER, HIP (1005-673-7965) 
AND PISTOL, CALIBER .45, AUTOMATIC M1911A1 
WITH HOLSTER, SHOULDER (1005.561-2003) 



TM 9-1005-211-12. 16 September 1968. is changed 
as follows: 

Page 3-15. table 3-5, Inspection column, opposite 
Pistol. 

Added by Change 1 and is now rescinded. 



(Rescinded) The ejector will be examined for burs and 
cracking. Looseness is of no concern as long as the 
ejector retaining pin is not missing or the ejector 
will not lift out of the receiver after removal of the 
slide. 



By the Order of the Secretary of the Army: 



Official: 

VERNE L. BOWERS. 

Major General United States Army, 

The Adjutant General 



W. C. WESTMORELAND. 
General. United State* Army. 
ChiefofStaff. 



Distribution: 

To bo distributed in a cc o r danc e with OA rorm 12-40. (qty rqr block No. 116) Organisational maintenance requirements for Pialol. Cal 
4ft. Automatic M»l I Al. 
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Changes in force: C 1, C 2, C 3, and C 4 
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Change "| HEADQUARTERS 

\ DEPARTMENT OF THE ARMY 

No. 4 } Washington DC, 28 November 1972 



Operator and Organizational Maintenance Manual 
Including Basic issue items List and Repair Parts and Special Tools List 
PISTOL, CALIBER .45, AUTOMATIC, M1911A1, WITH HOLSTER HIP (1005-673-7965) 
AND PISTOL, CALIBER .45, AUTOMATIC, M1911A1, WITH HOLSTER, SHOULDER 

(1005-561-2003) 



Table 3-1. Expendable and Consumable Supplies 



TM 9-1005-211-12, 16 September 1968, is changed 
as follows: 

Page y-7. Paragraph b is changed as follows: 
b. Reporting of Errors. The reporting of errors, 
omissions, and recommendations for improving this 
publication by the individual user is encouraged. 
Reports should be submitted on DA Form 2028, 
(Recommended Changes to Publications), and forward- 
ed direct to the Commander, US Army Weapons 
Command, ATTN: AMSWE-MAS-SP, Rock Island, 
II 61201. 

Paragraph 1-3. After last sentence, add: "One 
cartridge magazine (1, fig B-l) is furnished with 
each weapon as a component item." 

Page 5-7. Table 3-1 is superseded as follows: 



FSN 


Description 


Symbol 


6850-965-2332 


CARBON REMOVING COM- 
POUND: 5 gal pail P-C-l 11 
(81348) 

CLEANING COMPOUND, RIFLE 






BORE: MIL-C-372 (81349) 


RBC 


6850-224-6656 


2 oz bottle 




6850-224-6657 


8 oz can 




6850-281-1985 


DRY CLEANING SOLVENT: 
1 gal can P-D-680 (81348) 


SD 


9150-273-2389 


LUBRICATING OIL, GENEREAL 
PURPOSE: 4 oz. can VV-L-800 
(81348) 


PL-S 


9150-292-9689 


LUBRICATING OIL, WEAPONS: 
for below zero operations, 1 qt 
can MIL-L-14107 (81349) 


LAW 


7920-205-1711 


RAG, WIPING: cotton (50 lb 
bale) DDD-R-30 Cass 2, grade B 
(81348) 
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Page B-L Appendix B is changed as follows: 
Change title to read: 



BASIC ISSUE ITEMS LIST 
AND 

ITEMS TROOP INSTALLED OR AUTHORIZED LIST 

AND 

ORGANIZATIONAL MAINTENANCE REPAIR PARTS 

AND 

SPECIAL TOOLS LIST 



Paragraph B-l is changed to read: 

B-1. Scope 

This appendix lists basic issue items, items troop 
installed or authorized, repair parts and special 
tools required by the crew/operator for operation 
and required for the performance of organiza- 
tional maintenance of the caliber .45 automatic 
pistol, M1911A1 with hip holster and shoulder 
holster. 

Paragraph B-2 is changed as follows: 

B-2. General 

This basic issue items, items troop installed or 
authorized, repair parts and special tools list is 
divided into the following sections: 

a. Basic Issue Items List— Section II. A list, in 
alphabetical sequence, of items absolutely es- 
sential for operation of the end item, which are 
furnished with and must be turned in with the end 
item. 

b. Items Troop Installed or Authorized List- 
Section III. A list, in alphabetical sequence, of 
items required by the operator for sustained 
operation of the end item. These discretionary 
items will be requisitioned by the unit in accor- 
dance with its mission requirements. They may 
accompany the end item, but are not subject to be 
turned in with it. 



Delete paragraph B-2c. Change paragraph B-2 
d to B-2c, B-2e to B-2rf, and B-2f to B-2e. 
Paragraph B-3rf is changed as follows: 

d. Unit of Measure (U/M). Indicates the stan- 
dard or basic quantity by which the listed item is 
used in performing the actual maintenance func- 
tion. This measure is expressed by a two-char- 
acter alphabetical abbreviation, e.g., ea, in, pr, 
etc, and is the basis used to indicate quantities. 
When the unit of measure differs from the unit 
of issue, the lowest unit of issue that will satisfy 
the required units of measure will be requisitioned. 

Page B-2. Paragraphs e, f and g are changed 
as follows: 

e. Quantity Furnished with Equipment (Basic 
Issue Items Only). Indicates the quantity of the 
item furnished with the equipment. 

/. Quantity Authorized (Items Troop Installed 
or Authorized Only). Indicates the quantity of the 
item authorized to be used with the equipment. 

g. Quantity Incorporated in Unit. Indicates 
the quantity of the item used in that functional 
group/assembly. A "V" appearing in this column 
in lieu of a quantity indicates that no specific 
quantity is applicable, e.g., shims, spacers, etc. 

Delete paragraphs h, i and j. Change para- 
graph k to /, and I to /. 

Paragraph k(4). Change address to: Com- 
mander, US Army Weapons Command, ATTN: 
AMSWE-MAS-SP, Rock Island, II 61201. 
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Page B-4. Section II is superseded as follows: 

Section II. BASIC ISSUE ITEMS LIST 



(l\ 

w 

Federal 
Stock 
No. 


(2) 

Description 
Reference Number & Mfr. Code 


Usable 
on Code 


w) 
Unit 

of 
Meas 


w 
Qty 
furn 
with 
equip 


(5) 

Illustration 


(a) 
Fig No. 


(b) 
Item No. 


1095-592-6491 


HOLSTER, PISTOL: HIP, M1916 (BLACK) 


A 


EA 


1 


B-2 


3 




7791466 (19205) 












1095-973-2353 


HOLSTER, PISTOL: SHOULDER M7 (BLACK) 


A 


EA 


1 


B-2 


4 




7791527 (19205) 













Page B-5. Section III is superseded as follows: 

Section III. ITEMS TROOP INSTALLED OR AUTHORIZED LIST 



(1) 


(2) 




(3) 


(4) 


Federal 


Description 




Unit 


Qty 


stock 






of 


auth 


No. 


Reference Number & Mfr. Code 


Usable on Code 


Meas 




1005-550-4036 


BRUSH, CLEANING, SMALL ARMS: M5 BORE 




EA 


1 




5504036 (192t£) 








1005-550-8694 


MAGAZINE, CARTRIDGE: 




EA 


1 




5508694 (19205) 








1005-556-4102 


ROD, CLEANING, SMALL ARMS: M4 




EA 


1 




5564102 (19204) 









Page B-6. Delete section IV. 
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By Order of the Secretary of the Army: 



Official: 



CREIGHTON W. ABRAMS 
General, United States Army 
Chief of Stqff 



VERNE L. BOWERS, 

Major General, United States Army, 
The Adjutant General. 



Distribution: 

To be distributed in accordance with DA Form 12-40. (qty rqr block No. 116) Organizational maintenance requirements for 
Pistol, Calbert .45, Automatic M1911A1. 




5 



c 



t 



f 

Digitized by Google 



Changes 1n force: CI, C2, C3, C4, and CS 



TM 9-1005-211-12 
CHANGE 5 

Change ) HEADQUARTERS 
) DEPARTMENT OF THE ARMY 

No. 5 ) Washington, DC, 26 Ftbruary 1976 



Operator and Organizational Maintenance Manual 
Including Basic Issue Items List and Repair Parts 
and Special Tools List: 

PISTOL, CAL .45, AUTOMATIC: M1911A1, WITH HOLSTER, HIP 

(1005-00-673-7965) 
PISTOL, CAL .45, AUTOMATIC: M1911A1, WITH HOLSTER, 
SHOULDER (1005-00-561-2003) 



Currant as of 3 December 19 75 



TM 9-1005-211-12 f 16 September 1968 is changed as follows: 
Title is changed as shown above • 
Appendix B is superseded as follows: 
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APPENDIX B 



BASIC ISSUE ITEMS LIST, ITEMS TROOP INSTALLED OR 
AUTHORIZED LIST, AND ORGANIZATIONAL MAINTENANCE 
REPAIR PARTS AND SPECIAL TOOLS LIST 



SECTION I. INTRODUCTION 



B-1. Scope 

This appendix lists repair parts 
and special tools for performance 
of organizational maintenance of 
the caliber .45 automatic pistol 
N1911A1 with hip holster and cali- 
ber .45, automatic pistol, N1911A1 
with shoulder holster. 



B-2. General 

This repair parts and special 
tools list is divided into the 
following sections: 

a. Baaic laaua Itama Liat 
(biil) . Not applicable. 

b. If mm Troop Installed or 
Authorized Liat (ITIAL) . Not 

applicable . 

c. Section XX. Repair Part* 
Li#t. A list of repair parts au- 
thorized for use in the perform- 
ance of maintenance. The list 
also includes parts which must be 
removed for replacement of the au- 
thorized parts. Parts lists are 
composed of functional groups in 
ascending numerical sequence, with 
the parts in each group listed in 
figure and item number sequence. 

d. Section XXX. Special Tool* 
Li#t. A list of special tools and 
support equipment authorized for 
the performance of maintenance. 



e. Saetlon IV. National Stock 
Numbar (HSM) and Part Numbar Xn- 
dax. A list, in ascending numeri- 
cal sequence of the National Item 
Identification Number (NUN) the 
last nine figures of the NSN, of 
all National stock numbers appear- 
ing in the listings, followed by a 
list, in alphameric sequence, of 
all part numbers appearing in the 
listings. National stock numbers 
and part numbers are cross-refer- 
enced to each illustration figure 
and item number appearance. This 
index is followed by a cross-ref- 
erence list of reference designa- 
tions to figure and item numbers 
when applicable. 



B-3. Explanation of Columns 

The following provides and expla- 
nation of columns found in the 
tabular listings: 

a. Illustration. This column is 
divided as follows: 



(1) Figure numbar. Indicates 
the figure number of the illustra- 
tion in which the item is shown. 

(2) itam numbar. The number 
used to identify each item called 
out in the illustration. 

b. Sourea, Naintananca , and Jte- 
covarability Codaa (SMR) . 



Digitized by 



(1) Source cod*. Source codes Code 
are assigned to support items to 
indicate the manner of acquiring 
support items for maintenance, re- 
pair, or overhaul of end items. 
Source codes are entered in the 
first and second positions of the 
Uniform SNR Code format as 
follows : 

Code Definition 

PA . ... Item procured and stocked 
for anticipated or known 
usage. 

PB . ... Item procured and stocked 
for insurance purposes be- 
cause essentiality dic- 
tates that a minimum quan- 
tity be available in the 
supply system. 

PC .... Item procured and stocked 

and which otherwise would KF 
be coded PA except that it 
is deteriorative in 
nature . 

PD .... Support item, excluding 
support equipment, pro- 
cured for initial issue or 
outfitting and stocked 
only for subsequent or KB 
additional Initial issues 
or out fittings* Not sub- 
ject to automatic replen- 
ishment. 

PE .... Support equipment procured 
and stocked for initial 
issue or outfitting to 
specified maintenance re- MP 
pair activities. 

PF .... Support equipment which 

will not be stocked but MH 
which will be centrally 
procured on demand. 



Def Inl tlon 



PO .... Item procured and stocked 
to provide for sustained 
support for the life of 
the equipment. It is ap- 
plied to an item peculiar 
to the equipment which, 
because of probable dis- 
continuance or shutdown of 
production facilities, 
would prove uneconomical 
to reproduce at a later 
time. 

KD .... An item of a depot over- 
haul/repair kit and not 
purchased separately. De- 
pot kit defined as a kit 
that provides items re- 
quired at the time of 
overhaul or repair. 



An item of a maintenance 
kit and not purchased 
separate ly • Maintenance 
kit defined as a kit that 
provides an item that can 
be replaced at organiza- 
tional or intermediate 
levels of maintenance. 

Item included in both a 
depot overhaul/repair kit 
and a maintenance kit. 



MO .... Item to be manufactured or 
fabricated at organiza- 
tional level. 



Item to be manufactured or 
fabricated at the direct 
support maintenance level. 

Item to be manufactured or 
fabricated at the general 
support maintenance level. 
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Cod* Definition 

ND . . . . Item to be manufactured or 
fauricated at the depot 
maintenance level . 

AO • • . . Item to be assembled at 
organizational level. 

AF .... Item to be assembled at 
direct support maintenance 
level. 

AH .... Item to be assembled at 
general support mainte- 
nance level. 

AD .... Item to be assembled at 
depot maintenance level. 

XA .... Item is not procured or 
stocked because the re- 
quirements for the item 
will result in the re- 
placement of the next 
higher assembly. 

XB .... Item is not procured or 
stocked. If not available 
through salvage , requisi- 
tion. 

XD .... A support item that is not 
stocked. When required, 
item will be procured 
through normal supply 
channels . 



entered in the third and fourth 
positions of the Uniform SMR Code 
format as follows: 

(m) The maintenance code en- 
tered in the third position will 
indicate the lowest maintenance 
level authorized to remove, re- 
place 9 and use the support item. 
The maintenance code entered in 
the third position will indicate 
one of the following levels of 
maintenance : 



Code 

C .., 



Appl I cation/ 
explanation 

Crew or operator mainte- 
nance performed within 
organizational mainte- 
nance. 



Support item is removed, 
replaced, used at the or- 
ganizational level. 

Support item is removed, 
replaced, used by the di- 
rect support element of 
integrated direct support 
maintenance. 

Support item is removed, 
replaced, used at the di- 
rect support level. 



EOTE 

Cannibali nation or salvage 
may be used am a 9 our 00 of 
supply for any item bout am 
coded above 3 except those 
coded XA 3 XD 3 and aircraft 
support items as restric- 
ted by AR 700-42. 

(2) Hsintenmnce code. Mainte- 
nance codes are assigned to indi- 
cate the levels of maintenance au- 
thorized to USE and REPAIR support 
items. The maintenance codes are 



H Support item is removed, 

replaced, used at the gen- 
eral support level. 

D Support items that are re- 
moved, replaced, used at 
depot, mobile depot, spe- 
cialized repair activity 
only. 

EOTE 

Codes 99 1" and "F" will be 
considered the same by 
direct support units. 
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(b) The maintenance code entered 
in the fourth position indicates 
whether the item is to be repaired 
and identifies the lowest 
maintenance level with the capa- 
bility to perform complete repair 
(i.e.. all authorized maintenance 
functions) • This position will 
contain one of the following 
maintenance codes: 

Appl I cation/ 
Code explanation 

0 • The lowest maintenance 
level capable of complete 
repair of the support item 
is the organizational lev- 
el . 



Appl I cation/ 
Code explanation 

B No repair is authorized. 

The item may be recondi- 
tioned by adjusting, lub- 
rication $ etc, at the user 
level. No parts or spe- 
cial tools are procured 
for the maintenance of 
this item. 

(3) Recover ability code* Recov- 
erability codes are assigned to 
support items to indicate the dis- 
position action on unserviceable 
items. The recoverability code is 
entered in the fifth position of 
the Uniform SMR Code format as 
follows : 



H 



The lowest maintenance 
level capable of complete code 
repair of the support item 
is the direct support lev- Z .., 
el. 

The lowest maintenance 
level capable of complete 
repair of the support item 0 . . , 
is the general support' 
level. 



Recover* bl 1 1 ty 



The lowest maintenance P 
level capable of complete 
repair of the support item 
is the depot level % per- 
formed by (enter applica- 
ble activity) depot $ mo- H 
bile depot % or specialized 
repair activity. 



Repair restricted to des- 
ignated specialized repair 
activity. 



Z 



Nonreparable. 
is authorized. 



No repair 



Def Int tlon 

Nonreparable item. When 
unserviceable f condemn and 
dispose at the level indi- 
cated in position 3. 

Reparable item. When un- 
economl cally repar ab le , 
condemn and dispose at or- 
ganizational level. 

Reparable item. When un- 
economically reparable , 
condemn and dispose at the 
direct support level. 

Reparable item. When un- 
economl cally reparable , 
condemn and dispose at the 
general support level. 

Reparable item. When be- 
yond lower level repair 
capability, return to 
depot . Condemnation and 
disposal not authorized 
below depot level. 
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Recover* bi 1 1 ty 

coda Definition 

L Reparable item. Repair, 

condemnation, and disposal 
not authorized below de- 
pot/specialized repair 
activity level. 

A Item requires special 

handling or condemnation 
procedures because of spe- 
cific reasons (i.e., pre- 
cious metal content, high 
dollar value, critical ma- 
terial, or hazardous mate- 
rial). Refer to appropri- 
ate manuals/directives for 
specific instructions. 

c. National Stock Numbar (HSU). 
Indicates the National stock num- 
ber assigned to the item and will 
be used for requisitioning pur- 
poses . 

4. Part tt unbar. Indicates the 
primary number used by the manu- 
facturer ( individual , company , 
firm, corporation, or Government 
activity), which controls the 
design and characteristics of the 
item by means of its engineering 
drawings , specifications , stand- 
ards, and inspection requirements, 
to identify an item or range of 
items. 

NOTE 

Whtn a •took numbarad itam 
ia raquiaitionad, tha r#- 

Sair part raoaivad may 
ava a iiff%r%nt part num- 
bar than tha part baing 
raplaoad. 

a. Fadaral Supply Coda for Manu- 
facturer (fscm) . The PS CM is a 
five-digit numeric code listed in 
SB 708-42 which is used to identi- 
fy the manufacturer, distributor, 
or Government agency, etc. 



/. jDaacxiption. Indicates the 
Federal item name and, if re- 
quired, a minimum description to 
identify the item. Items that are 
included in kits and sets are 
listed below the name of the kit 
or set with the quantity of each 
item in the kit or set indicated 
in the quantity Incorporated in 
unit column. When the part to be 
used differs between serial num- 
bers of the same model, the effec- 
tive serial numbers are shown as 
the last line of the description. 
In the special tools list, the 
initial basis of issue (BOI) 
appears as the last line in the 
entry for each special tool, TMDE, 
and support equipment. When the 
density of the equipments sup- 
ported exceeds density spread in- 
dicated in the basis of issue, the 
total authorization is increased 
accordingly. 



g. Unit of Measure (U/M) . Indi- 
cates the standard or the basic 
quantity of the listed item as 
used in performing the actual 
maintenance function. This meas- 
ure is expressed by a two- 
character alphabetical abbrevia- 
tion (e.g., ea, in., pr, etc). 
When the unit of measure differs 
from the unit of issue, the lowest 
unit of issue that will satisfy 
the required units of measure will 
be requisitioned. 



h. Quantity Incorporatad in 
unit. Indicates the quantity of 
the item used in the breakout 
shown on the illustration figure, 
which is prepared for a functional 
group, sub functional group, or an 
assembly. A "V" appearing in this 
column in lieu of a quantity indi- 
cates that no specific quantity is 
applicable (e.g., shims, spacers, 
etc). 
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B-4. Special Information 

a. Not applicable. 

b. Action change codes indicated 
in the left-hand margin of the 
listing page denote the following: 

N Indicates an added item 

C Indicates a change in data 

R Indicates a change in NSN 

only 

c. Usable on codes are shown in 
the description column. Uncoded 
items are applicable to all mod- 
els. Identification of the usable 
on codes used in this publication 
are: 

Cods Us ad on 

163 ••• Pistol, cal .45, automat- 
ic: M119A1, w/holster w/e 

612 ... Pistol, cal .45, automat- 
ic: M119A1, w/shoulder 
holster w/e 

B-6. How to Locate Repair Parts 

a. when national Stock Number or 
Pert Number la Unknown t 



(1) First. Using the table of 
contents determine the functional 
group within which the repair part 
belongs. This is neoessary since 
illustrations are prepared for 
functional groups and listings are 
divided into the same groups. 

(2) Second. Plnd the illustra- 
tion covering the functional group 
to which the repair part belongs. 

(3) Third. Identify the repair 
part on the illustration and note 
the illustration figure and item 
number of the repair part. 



(4) Fourth. Using the repair 
parts listing, find the figure and 
item number noted on the illustra- 
tion. 

2>. When National Stock Number or 
Pert Number la Known t 

(1) rirat. Using the index of 
National stock numbers and part 
numbers, find the pertinent Na- 
tional stock number or part num- 
ber. This index is in ascending 
NUN sequence followed by a list 
of part numbers in ascending al- 
phameric sequence, cross-refer- 
enced to the illustration figure 
number and item number. 

(2) Second. After finding the 
figure and Item number, locate the 
figure and. Item number in the re- 
pair parts list. 



B-6. Abbreviations 
Abbreviation Explanation 



al aluminum 

aly alloy 

blk black 

brs brass 

od • oadmlum 

0 to 0 center to center 

ondct conductor 

cop oopper 

ores corrosion-resistant 

steel 

fnsh finish 

matl material 

mtg mounting 

n nylon 

oxd oxide 

phos phosphate 

plsto plastic 

pld plated 

ptd painted 

shk shank 

stk stook 

stl steel 
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SECTION II. REPAIR PARTS U*T 



LUMTfUTIOM 



STOCK 



UtABLM ON COM 



m 


« 




on 

MC 




M 




UMT 


f A 


1 


fA 


I 


EA 


I 


C4 


I 


CA 


I 


f A 


I 


f A 


A 


ff A 


I 


CA 


1 


€A 


1 



• 1 

ml 

i 

At 
Al 

• I 

Al 

• I 

• I 



12 
10 

S 

It 

17 
24 

2T 
2A 
10 



PhUl 

PkOl 
P402I 

noil 

nail 
noil 
noil 

PAOZ 

nail 
non 



I 005-0 0-9 SO- A At A 

9940-00-901-9204 
1009-09- 541-320* 
9915-00-901-9199 

99*0-00-400-9402 
1005-00-400-0400 
9909-00-401-9029 

1009-00-994-4049 
1009-00-994-4042 
9940-00-901-9194 



9019294 
9019209 
9019199 

4004402 
4000409 
4019029 

9944049 
9944042 
9019194 



19204 

19204 
19204 
19204 

14204 
19204 
14204 

19204 
14204 
19204 
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REPAIR PARTS FOis 
01 PISTOL, CM.. 41, 

AUTOMATIC, MAJOR 
•ROUPS ARO ASSCHRLICS 

0101 SLI9f OftOUP 



S'*!«CtM€ltCALtCOMmfSSI<M 40 COILS PIAtMft PI* 
$T0#,FI4!H0 Ml 

»INtST4A!6NT v HCA0l€SS It 0.1999 MI 0U,0.990 0/A tO OAAAEL 

Limx 



SAOU* 0102 



RfCflVER AAOUP 



S'AMCtSfAA 
STAUT,NA4MfA 

SC«fW.<UCH|M€ ML-HOt St PM3S-CT0t 0.190-9 MS, 0.240 0/A 10 
GAIPl 

GAIPt PISTOL LMt^LAST ICtCMfCKf AfO 
OA I P. PISTOL AH,PLASTIC»CMSC«fRfO 
SPAINOtHfLICALtCOMPAtSSIOll 14-1/2 COt LS t PLUME* 
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SECTION IV. NATIONAL STOCK NUMBER AND PART NUMBER INDEX 



National stock Fig ItoM National stock Fig I taa 

no* no* no* no* no* no. 

1005-00-288-3565 1005-00-556-4062 Bl 28 

5360-00-501-3191 Bl 30 1005-00-556-4063 Bl 27 

5315-00-501-3199 Bl 8 1005-00-600-8600 Bl 22 

5360-00-501-3204 5360-00-600-8602 Bl 18 

1005-00-501-3205 5305-00-601-9023 Bl 26 

1005-00-550-8694 



Part no* 



5013194 

5013199 
5013204 

5013205 
5019316 
5508694 



FSCM 



19204 
19204 
19204 
19204 
19204 
19204 



Fig 


Itaa) 


Part no* 


FSCN 


Fig 


Itaa 


no* 


no* 






no. 


no. 


Bl 


30 


5564062 


19204 


Bl 


28 


Bl 


8 


5564063 


19204 


Bl 


27 






6008600 


19204 


Bl 


22 






6008602 


19204 


Bl 


18 


CI 


B0 


6019023 


19204 


Bl 


26 
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CHAPTER 1 
INTRODUCTION 



Soctloit I* GENERAL 



1-1. 

This manual contains instructions for the op- 
erator and organizational maintenance person- 
nel of the Caliber .46 Automatic Pistol 
M1911A1 as allocated by the Maintenance Al- 
location Chart 

1-2. Forms and Record* 

a. General. DA Forms and procedures used 
for equipment maintenance will be only those 



prescribed in TM 88-760, Army Equipment Rec- 
ord Procedures. 

6. Reeomtnendatione for Equipment Publica- 
tion Improvement*. Report of errors, omis- 
sions, and recommendations for improving this 
publication by the individual user is encour- 
aged. Reports should be submitted on DA Form 
2028 (Recommended Changes to DA Publica- 
tions) and forwarded direct to the Commanding 
General, U.S. Army Weapons Command, 
ATTN: AMSWB-SMM-P, Rock Island, Illinois 
61201. 



Section II. DESCRIPTION AND DATA 



1-3. Oonorel 

The Caliber .46 Automatic Pistol M1911A1 
(figs 1-1 and 1-2) is a recoil operated hand 
weapon. It is fed from a seven round magasine 
and is a semiautomatic weapon, firing one 



round each time the trigger is squeesed. The 
weapon can be carried in either a hip or shoul- 
der holster. The pistol can be broken down into 
two major groups (fig. 1-8). 
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WE 16888 




#W 1-2. CMUr .46 Automatic Wit* MlMAl-Uft nar vimo. 

HP 



SLIDE 
STOP 



RECEIVER 
GROUP 




Figur* 1-8. Catitor .46 AuUmatU PUtol, M\*\\A\-major grow* and ofttm6iwt. 
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1-4. Tabulated Data 

Length 8-5/8 in. 

Weight: 

Empty magazine 2.6 lb (approx) 

Loaded magazine 8.0 lb (approx) 

Height of front sight above axis of bore 0.6697 in. 

Sight radius 6.481 in. 

Muzzle velocity (max) 880 fps 

Maximum range 1600 meters 

Maximum effective range 60 maters 

Trigger pull 6 to 6-1/2 lb 

Diameter of bore (caliber) 0.46 in. 

Number of lands and grooves 6 

Rifling, left hand, one turn in 16 in. 

Length of barrel 6.08 in. 

Length of rifling 4.118 in. (min) 

Depth of grooves 0.008 in. 

Cooling system air 
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CHAPTER 2 
OPERATING INSTRUCTIONS 



Section I. SERVICE UPON RECEIPT OF MATERIEL 



2-1 . General 

Refer to table 2-1. 

Table 2-1. Strvieo Upon Receipt of Materiel 
SUp Action Beferenct 

1 Remove pistol and itsms from 

container. 

2 Rsmovs VCI packaging. 
8 Check for missing itsms. 

Soto. Itsms must agrts with App B 
Basic Issue Itsms List. 



•Up Action Raftrsaea 

4 Fisld strip weapon and inspect Par. $-9 

for: 
Missing parts 
Propsr assembly 

5 Clean and lubricate (If neees- Par. M, 

mit). M,and 

S-lOe 

6 Assemble. Par. S-S 

7 Hand function. 



Suction II. OPERATION UNDER USUAL CONDITIONS 



2-2. General 

Care and cleaning of the pistol includes daily 
preventive maintenance, which is the ordinary 
care of the pistol required to preserve its condi- 
tion and appearance when no firing is done. 
Before-firing cleaning insures that the pistol 
is safe to fire and is properly lubricated for ef- 
ficient operation, and after-firing maintenance 
insures that all corrosion-inducing agents are 
completely removed. For cleaning procedures 
refer to paragraph 8-lOa. For lubrication pro- 
cedures refer to paragraphs 8-8 and 8-4. The 
operator must be thoroughly familiar with all 
safety features of the pistol. For safety tests, 
refer to table 8-2. 

2-3. Loading, Firing, and Unloading 

a. Loading. 

Warning. Care moat be exercised to either 
have the pistol raised or pointed down range 
when loading. 

Warning. The flrer moat be sore that the 
bore of the pistol la free from any foreign mat- 
ter. Firing a pistol with any obstruction In the 
bore win result In damage to the weapon and 
possible Injury to personnel. 

Draw pistol from holster, insert magazine, 
pull slide to the rear and release, putting a 
round in the chamber, press the safety lock 
(small arms safety) up into the SAFE position. 



6. Firing. 

To fire the pistol, press the safety lock 
(small arms safety) down to the FIRE posi- 
tion to prevent disturbing the firing grip of 
the right hand. Obtain the correct sight aline- 
ment and sight picture and squeese the trigger. 
To fire successive shots, the trigger must be 
released and squeesed again. When the last 
cartridge from the magazine has been fired, 
the slide remains to the rear. 

e. Unloading. To unload press the magazine 
catch and remove the magazine. If the slide 
is in the forward position, pull the slide to the 
rear and push the slide stop up. Inspect the 
chamber to insure that the pistol is dear. Press 
the slide stop down, allowing the slide to go 
forward. Pull trigger while weapon Is In safe 
position. 

2-4. Firing Malfunctions and St oppa g e s 

a. Malfunctions. A malfunction Is a failure 
of the weapon to function properly. Malfunc- 
tions are classified as defects in the weapon 
that normally do not cause a break in the cycle 
of operation. 

6. Stoppages. A stoppage Is an unintentional 
interruption in the cycle of operation. A stop- 
page occurs when the pistol does not fire 
through no fault of the f irer. 

c. Immsdiats Action in Cms of Firing Mai* 
functions. 

9-1 
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(1) Immediate action is the prompt action 
taken by the firer to reduce a stoppage. The 
procedure for applying immediate action should 
become instinctive to the operator of the pistol. 
If a stoppage occurs, immediate action is ap- 
plied automatically in an effort to reduce the 
stoppage without attempting to discover the 
cause at that time. 

(2) In the event the slide is fully for- 
ward, the hammer falls, and the pistol fails to 
fire, apply immediate action as follows: 

(a) Manually cock the hammer with- 
out opening the chamber and make one addi- 
tional attempt to fire. If the pistol still fails to 
fire, wait 10 seconds, and then raise the pistol. 
Grasp the slide with the thumb and first finger 
of the non-firing hand, keeping the thumb on 
the right side of the slide. Pull the slide rear- 
ward rapidly, to its full extent. Rotate the pis- 
tol to the right allowing the unfired round to 
drop out, release the slide and allow it to return 
to the forward position, chambering a new car- 
tridge. 



Caution. Keep the weapon pointed down 
range during this operation. 

(b) Aim and attempt to fire. 
(S) In the event the slide is not fully for- 
ward, remove the trigger finger from the trig- 
ger guard and with the non-firing hand attempt 
to push the slide fully forward. If the slide wfll 
not move forward, proceed as follows : 

(a) Bring the weapon to a safe posi- 
tion. 

(b) Remove the magazine. 

(c) Grasp the slide with the lef 4 hand, 
pull the slide to the rear, and lock it w«th the 
slide stop. 

(d) Inspect the chamber. Remove any 
obstructions. 

(e) Insert another loaded magazine 
into the pistol 

(f ) Release the slide. 

(g) Aim and attempt to fire. 

(4) If the weapon does not fire after the 
application of immediate action as outlined 
above, a detailed inspection should be made to 
determine the cause of the stoppage. 



Section III. OPERATION UNDER UNUSUAL CONDITIONS 



2-5. Gonoral 

In addition to the normal operation of the pis- 
tol, special care in cleaning and lubrication 
must be observed where extremes of tempera- 
ture, humidity, and atmospheric conditions exist 
or are anticipated. Proper cleaning, lubrication, 
storage, and handling of lubricants not only in- 
sure operation of the weapon, but also guard 
against wear of the working parts and deterio- 
ration of the material. 

2-6. Operation in Extromo Cold 

a. In temperatures below freezing, it is nec- 
essary that the moving parts of the weapon be 
kept free from moisture. Excess oil on work- 
ing parts will solidify and cause sluggish op- 
eration or complete failure. 

b. Before cleaning, allow the weapon to at- 



tain room temperature. Perform detailed dis- 
assembly (par 3-9) and complete cleaning (par 
3- 10a) before use in temperatures below 0°F. 
Working surfaces that show signs of wear may 
be lubricated by rubbing lightly with a rag 
that has been wet with weapons lubricating oil 
(LAW). 

2-7. Operation in Extreme Heat 

a. In tropical climates where temperature 
and humidity are high, or where salt air is 
present, and during rainy seasons the weapon 
should be disassembled, inspected, all parts 
wiped dry, and lightly oiled daily. 

b. In hot, dry climates where sand and dust 
may get into the weapon, daily disassembly, 
inspection and cleaning should be accomplished. 
After cleaning, the pistol should be wiped dry 
and no lubricants applied. 
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CHAPTER 3 

OPERATOR AND ORGANIZATIONAL MAINTENANCE 

INSTRUCTIONS 



faction I. OPERATORS TOOLS AND EQUIPMINT 

9-1. Qwiwl 

For operators tools and equipment, refer to appendix B. 

Section II. ORGANIZATIONAL MAINTENANCE REPAIR PARTS 

9-2. General 

For the listing of organisational maintenance authorised repair parts refer to appendix B. 

Section III. LUBRICATION INSTRUCTIONS 

9-3. General Lubrication I nst ruct i on s 

a. Use lubricating oil, general purpose (PL 
special) for lubrication above 0°F, and weapons 
lubricating oil (LAW) for lubrication below 
0 8 F on aH parts of the weapon. Prior to firing 
all interior parts must have a light coat of oil, 
except the bore which must bo wiped dry of any 
lubrication, and other interior parts that come 
into contact with ammunition. 

b. Refer to table 8-1 for listing of lubrication 
and cleaning materials and stock numbers for 
requisitioning purposes. 

TmkU 8-1. LnMmKok omf CUontng MuUriak 



esstoeMsss 

79*0-S0o-mi 
91S0-I7S4S8* 

•160-SM-SC8S 



CARBON REMOVING COMPOUND: 

(P-C-lll) (5 fol POil) 
RAO, WIPING: cotton (SO lb bote) 
LUBRICATING OIL, GENERAL 

PURPOSE: (PL opodol) (4 « era) 
LUBRICATING OIL, WEAPON8: 
(LAW) for bolow mio oporatkma 
(1 qt con) 



CLEANING COMPOUND, RIFLE 
BORE: (CR) (t oo eon) 
CLEANING COMPOUND, RIFLE 
BORE: (CR) (S oo can) 
SSoO-SSl.l»86 DRY CLEANING SOLVENT: 
(8D) (1 t*l «on) 



eeoo-sti-osw 



9-4. Specific Lubrication Instructions 

The following areas must be well lubricated 
prior to firing the weapon: 

Guide rails of the receiver 
Grooves on the slide 

Caution. Prior to loading the weapon, atten- 
tion should be directed to wiping all visible ofl 
from the pistol grip areas. Excessive ell could 
cause loco of control during firing. 



Section IV. PREVENTIVE MAINTENANCE CHECKS AND SERVICES 



CBJA eM^^^-^^^gj#^__ iinlMaaMattAA BE^MBaenaHa^Ajf EUkU# 
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a. The pistol should be inspected (per 8-10b) 



each day and cleaned (par 8-10a), if necessary. 

6. Refer to table 8-2 for specific preventive 
maintenance checks and services to be per- 
formed by the operator. 
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TabU 8-2. Preventive Maintenance C he eke and Servian 
Item to be Inspected Procedufe lUfertoc* 

Fltlol Mid Holster General appearance and proper functioning of component parte. 

Warning. Before starting an inspection be sure to clear 
the weapon. Do not actuate the trigger until the weapon has 
been cleared. Remove magazine, inspect the chamber to in* 
sure that it is empty and check to see that no ammunition is 
in position to be introduced. 
Safety teste Safety Lock Test. With the pistol unloaded cock the hammer and Fig 8-1 

press the safety upward into the safe (locked) position. Grasp the 
grip so the grip safety is depressed and squeese the trigger tightly 
8 or 4 times. If the hammer falls, return pistol to organisa- 
tional maintenance. 

Grip Safety Te$t. With the pistol unloaded, cock the hammer, and Fig 3-2 
without depressing the grip safety, point the pistol downward and 
squeese the trigger 8 or 4 times. If the hammer falls because the 
grip safety is depressed by its own weight return the pistol to organ- 
isational maintenance. 

Half-Cock Poeition Teet. With the pistol unloaded, draw back the Fig 3-8 and 14 
hammer until the sear engages the half-cock position notch, then 
squeese the trigger. If the hammer falls, return the pistol to or- 
ganisational maintenance. Draw the hammer back nearly to full 
cock position, do not squeese trigger, and then let thumb slip off 
hammer. The hammer should fall only to the half-cock notch. 
Dieconneetor Test. Fig 8-6 

1. With the pistol unloaded, cock the hammer, push the slide group 
1-1/4 inch to the rear and hold in that position while squeesing trigger. 
Let slide group go forward, maintaining pressure on trigger. If the 
hammer falls, return pistol to organisational maintenance. 

8. Pull the slide group rearward until slide stop is engaged. 
Squeese trigger and release slide group simultaneously. The hammer 
should not fall, if it does, return pistol to organisational maintenance. 

8. Release the pressure on the trigger and then squeese it The 
hammer should then fall, if it does not fail return pistol to organisa- 
tional maintenance. Also, check for a faulty disconnector which would 
prevent the hammer from falling. The disconnector should prevent the 
release of the hammer unless the slide group is in a forward position 
and locked into battery. 

Note. This also prevents the firing of more than one shot with each 
squeese of the trigger 
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HAMMER AT 
HALF COCK POSITION 




HALF COCK POSITION 



NOTE: WITH HAMMER 
BACK NEARLY TO FULL 
COCK POSITION, LET 
THUMB SLIP OFF HAMMER . 




Figure 3-3. Half-cock position teat. (1 of 2) 



Figure 3-4. Half-cock ponition teat. (2 of 2) 



MOVE SLIDE GROUP 

BACK 1/4-INCH - PULL TRIGGER 





SLIDE STOP ENGAGED 



NOTE: HAMMER SHOULD NOT 
FALL WHEN SLIDE GROUP IS 
RELEASED. 



POSITIONING SLIDE GROUP TO DETERMINE IF 
DISCONNECTOR IS WORN. 



SLIDE GROUP IN REARWARD POSITION, PREPARING TO 
RELEASE SLIDE STOP. 




RELEASE 



SLIDE GROUP IN FORWARD POSITION PRIOR TO TESTING 
HAMMER. 
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Fgi*re 3-6. Diaeonnoetor teat. 
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3-6. Preventive Maintenance Performed by 
Organizational Maintenance Personnel 

For preventive maintenance checks and aerv- 
ieaa to be performed by organizational mainte- 



nance personnel refer to table 8-2. 
should be performed weekly. During periods 
of inactivity perform preventive maintenance, 
every 90 days, unless inspection reveals more 
frequent servicing is necessary. 



Section V. TROUBLESHOOTING 



3-7. Troubleshooting by the Operator 

a. Refer to table 8-8. 

6. Return pistol to organizational mainte- 



nance for corrective action not authorized to 
the operator. 



Malfunction 
Failure to tod 



F ailure to chamber 
Failure to lock 



Failure to fire 
Failure to unlock 

Failure to extract 

Failure to eject 
Failure to cock 

Miscellaneous 



TabU 8-8. Troubl—hootmg by th* Operator 
Probable cauee 

The top cartridge in the magazine is not properly 

positioned. 
Dirty or rusty magazine. 
Improper assembly of magsiine. 
Broken, damaged or bent parts. 

Obstruction or dirty chamber. 
Weak recoil spring. 

The barrel locking ribs do not interlock with the 

locking recesses in the slide. 
Lack of lubrication of operating parts. 
Dirty or burred barrel locking ribs or locking rsces s ss. 
Weak recoil spring. 
Broken barrel link. 

The hammer falls but the primer of the cartridge 

is not ignited. 
Bent or broken hammer strut. 
Broken firing pin. 
Weak mainspring. 

The barrel locking ribs do not disengage from the 

recesses in the slide. 
Broken barrel link. 
Broken link pin. 
Broken barrel lugs. 

The cartridge case is not removed from the chamber. 

Dirty chamber. 

Pitted chamber. 

Broken or worn extractor. 

The cartridge case is not ejected from the pistol. 
Faulty extractor or ejector. 
Defective sear spring. 

Worn or broken disconnector, sear or full cock notch 
on hammer. 

Two or more shots fired in succession by one trigger 
squeeze. 



Corrective action 
Reload magazine. 

Clean and lubricate. 
Reassemble, fig 8-0. 
Replace magazine assy, 1, fig 

B-l. 

Clean chamber. 
Par 8-7b. 



Lubricate, par 8-8 and S-4. 
Clean, par 8-7b. 
Par 8-7b. 
Par 8-7b. 



Par 8-7b. 
Par 8-7b. 
Par 8-7b. 



Par 8-7b. 
Par 8-7b. 
Par 8-7b. 

Clean chamber, 
Par 8-7b. 
Par 8-7b. 

Par 8-7b. 
Par 8-7b. 
Par 8-7b. 

Par 8-7b. 



par 8-10. 



3-8. Organizational Troubleshooting 

Refer to table 
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Malfunction 
Failure to chamber 
Failure to lock 



Failure to fire 
Failure to unlock 

Failure to extract 

Failure to tjoct 
Failure to eock 



TabU 8-4. OrganiaatUnal TnmbUokooHng 
Probable cause 

Woak recoil spring. 

Dirty or burred barrel locking 1 ribe or locking re c e ee e e . 

Weak recoil spring. 

Broken barrel link. 

Bent or broken hammer strut 

Broken firing pin. 

Weak mainspring. 

Broken barrel link. 

Broken link pin. 

Broken barrel luge. 

Pitted chamber. 

Broken or worn extractor. 

Faulty extractor or ejector. 

Defective sear spring. 

Worn or broken disconnector, sear, or full cock notch 
on hammer. 



Corrective action 
Par 8-18c<8). 

Stone bure; dean, par MI 

and 8-18& 
Par S-lSc(S). 
Replace, 9, fig B-l. 
Replace, 22, fig B-l. 
Replace, 11, fig B-l. 
Par 8-18c(8). 
Replace, 9, fig B-l. 
Replace, 8, fig B-l. 
Par 8-18c(8). 
Par 8-12c(8). 
Par 8-12c(8). 
Par 8-lftc(8). 
Replace, 18, fig B-l. 
Par 8-12c(8). 



faction VI. OPERATORS MAINTENANCE PROCEDURES 

Pl e e w e m bly/Ass+mbly Procedure* 

a. For diMsaembly/asaembly of the weapon 



3-9, 



authorized to the operator refer to figures 8-6 
through 8-8. 



NoU. White arrows, shown on illustrations, 
dicate removal or disassembly sequence, 
arrows assembly or installation sequence. 




Figure 8-6. Optrator'i dbaooombly/aoootmkb of CaUbor .46 Automatic Piotol, M1911A1. (1 of 8) 
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RECOIL SPRING 
PLUG 




BARREL BEARING 



SLIDE ASSEMBLY 



REMOVE i 




ZLE END OF PISTOL. 



COMPRESS RECOIL SPRING PLUG AND ROTATE 
BARREL BEARING. 




HELICAL SPRING 



RECOIL SPRING 
PLUG 



/ 



REMOVE/INSTALL RECOIL SPRING PLUG AND SPRING. 



HAMMER 



A - TURN BEARING CLOCK- B - BEARING POSITIONED 
WISE TO REMOVE, COUNTER- FOR INSTALLATION/ RE- 
CLOCKWISE TO INSTALL. MOVAL, 





STALL BARREL BEARING . 



COCK HAMMER FOR REMOVING/INSTALLING 
SLIDE GROUP. 



Figur§ 8-7. Optrator'i di$a$$*mbly/a*$*mbly of CaHbt .46 Automatic Piitol, M191M1. (2 of 3) 
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REMOVE/INSTALL RECOIL SPRING GUIDE. REMOVE/INSTALL BARREL GKOUP. 

WE 17140 



Figur* 8-8. Op*rator'$ dkan«*bty*$umbb of CoMbr .46 Automatic Piitol, M1911A1. (8 of 8) 
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b. To test the pistol, for correct assembly, 
pull the slide fully to the rear and release it, 
the hammer should remain cocked. Hold the 
pistol in a normal grasp to depress the grip 
safety and squeeze the trigger. The hammer 
should fall. 

3-10. Cleaning, Inspection and Repair 

a. Cleaning. 

(1) General. Disassemble the pistol and 
clean all parts with a rag saturated with dry 
cleaning solvent (SD). Dry parts, apply a light 
coat of oil and assemble the pistol. The pistol 
should be inspected each day. 

(2) Cleaning after firing. The pistol must 
be thoroughly cleaned as soon as possible, after 
firing, in the following manner. 

(a) Disassemble the pistol. 

(b) Clean all parts with dry cleaning 
solvent (SD), dry all parts and apply a light 
coat of oil. 

(c) Clean the bore and chamber as 

follows: 

1. Wet a swab with rifle bore 
cleaning compound (CR) and run it back and 
forth through the bore several times. 

t. Attach the pistol bore brush 
(1, fig B-2) to the cleaning rod (2, fig B-2) 



and run it through the bore and chamber sev- 
eral times. 

*. Run dry swabs through the 
bore and chamber until they are dean. 

4. Inspect the bore for cleanliness. 
If it is not free of all residue, repeat the clean- 
ing process. 

5. When the chamber and bore 
.are dean, coat them with rifle bore cleaning 
compound (CR) and leave overnight 

6. Assemble the pistol. 

7. Perform the test for correct 
assembly (par 3-9b). 

8. Apply a light coat of oil to the 
exterior surfaces of the pistol. 

b. Inspection. The operator should daily in- 
spect the weapon. Particular attention should 
be directed to making sure the pistol is free 
from rust, any foreign matter, and that it is 
dean. Refer to t#ble 8-2 for detailed procedures 
that are applicable to inspections as well as 
preventive maintenance. 

e. Repair. 

(1) Operator's repairs to the weapon will 
be limited to replacement of the magazine. The 
magazine can be disassembled in accordance 
with figure 8-9 for deaning purposes. 



PINS 




FOLLOWER 



SPRING 



BASE 



mwwwm 




Figure S-9. Mmgmeime a $ * *m b ty imploded view. 
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(2) For repairs Other than authorized Not *< Magazine assembly (old manufacture) shown 
above, return pistol to organizational mainte- io * di^M^ntbly ckaning pui^se*. Now manufactured 
, magazine assembly has welded base. 

nance personnd. 

Section VII. ORGANIZATIONAL MAINTENANCE PROCEDURES 



3-11. Disas s embly/ A ss em bly Procedures 

Refer to figures 8-10 through 8-15 for 



detailed procedures on disassembly/assembly 
of the pistol. 
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NOTE: INSTALL FROM 
RIGHT TO LEFT. 




BARREL 



PIN LOCATION 




LINK 



REMOVE/INSTALL BARREL LINK PIN . 



REMOVE/INSTALL BARREL LINK. 



COMPRESS 
FIRING 





A - FIRING PIN AND STOP. ^^^^^0^^ REMOVE/INSTALL FIRING PIN AND FIRING PIN 

SPRING . 

REMOVE/INSTALL FIRING PIN STOP. 

EXTRACTOR REMOVE NOTE: ALINE SLOT 



rr-n extrac 




OF 

extractor with firinc 

PIN STOP SLOT. 



FIRING PIN 

STOP SLOT 



A - CORRECT LOCATION OF 
EXTRACTOR AT FIRING PIN 
STOP SLOT. 



B - UNSEAT/SEAT EXTRACTOR. 




REMOVE/INSTALL CART 

Figure *-10. OrganiMotionoi di**Mmhty/a-*mbl% i of Caliber .46 Automatic Pietol, MlMAl. (1 of 6) 
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SAFETY 




E MAINSPRING HOUSING PIN. 




MAINSPRING HOUSING 
ASSEMBL 



REMOVE MAINSPRING HOUSING ASSEMBLY 
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Figure 8-11. Organizational dieanembly I autmbly cj Caliber .46 Automatic Pietol, M191M1. (2 of 6) 



3-10 



Diqiti 




INSTALL MAINSPRING HOUSING PIN. 




INSTALL ' 
POSITION AND INSTALL SAFETY. 



GRIP 
SAFETY 





HAMMER 



HAMMER 
STRUT 



RELEASE HAMMER AND POSITION HAMMER 
STRUT INTO MAINSPRING HOUSING ASSEMBLY. 



HAMMER 




ROP HAMMER STRUT AND INSTALL GRIP SAFETY 





PARTIALLY INSTALL MAINSPRING HOUSING ASSEMBLY 
TO HOLD SEAR SPRING IN POSITION. 



Figure 8-12. Organizational di$ao9embly/a$$ombiy of CaHbtr .46 Automatic Pistol, Af 191 Ml. (8 of 6) 
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Figure 8-18. Organitatloval di$a9$*mbly/a*9*mbly of CaHhtr %4A Anto-mptic Pfatol, A/191 Ml. (4 of 6) 

1-12 



Digitized by 






NOTE: REMOVE 
PIN FROM RIGHT 
TO LEFT. WHEN 
INSTALLING, HEAD 
OF PIN SHOULD BE 
FT SIDE. 



/ 




INSTALL SEAR PIN 




DISCONNECTOR 



CUTAWAY VIEW SHOWING LOCATION OF SE 
DISCONNECTOR. 



<5> 



TRIGGER 

DISCONNECTOR 
SEAR 




REMOVE/INSTALL SEAR AND DISCONNECTOR 



SEAR LUG 

SEPARATE/CONNECT SEAR AND DISCONNECTOR. 
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ri§ur$ 8-U. Organimtion*! tHMOM-mbtv/asitnbly of Caliber .45 Automath Pitfol, JV 1911*1. 16 of 6) 
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LEFT HANDLE 
GRIPl 



ft' 

screw^, ^ ; 

REMOVE/INSTALL PLASTIC G 
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Figure 8-16. Organisational disasiembly/asttmbty of Caliber .46 Automatic Pistol, If 191 Ml. (6 of 6) 



3-12. ClMning, Inspection and Repair 

a. Cleaning. For general cleaning instructions 
refer to TM 9-208-1 and TM 9-247. For specific 
cleaning procedures refer to paragraph 8-lOa. 
On those component parts which contain a hard 
carbon residue it may be necessary to clean the 
parts with carbon removing compound, P-C-lll. 
Observe the following procedures when using 
P-C-lll. . 

Warning. Avoid skin contact with P-C-lll. 
The compound should be washed off thorough- 
ly with running water if it comes in contact 
with the skin. A good lanolin base cream, after 
exposure to the compound, is helpful. The use 
of rubber gloves and protective equipment is 



(1) Using a suitable container, fill with 
fresh compound. 

(2) Before soaking parts in the com- 
pound, remove all loose dirt, grease, and oil. 
Place parts to be cleaned in the container, mak- 
ing certain they are completely immersed. 

(8) Depending on the amount of residue 
to bs removed, soak for 2 to 16 hours. 

(4) Rinse parts with water and dry clean- 



ing solvent (SD), and brush with a stiff bristle 1 
brush. 

(5) Wipe parts dry and lubricate (par 8-8 
and 8-4). 
b. Inspection. 

Warning. Clear the weapon of all ammuni- 
tion before starting an inspection. Remove the 
magazine and check the chamber to insure it 
is empty. Do NOT actuate the trigger until the 
weapon has been cleared. 

Refer to table 8-5 for inspection and repair 
procedures. 
e. Repair. 

(1) Remove burs, rough spots, rust and 
scored areas with a fine stone or crocus cloth 
moistened with oil. When stoning, care must be 
taken not to alter any surfaces from the orig- 
inal dimensions. 

(2) Replace only those parts which are 
authorized to organizational maintenance per- 
sonnel. (Refer to appendix B.) 

(8) For repair or replacement of parts, 
not authorized for organizational maintenance, 
return pistol to direct support personnel. 

(4) For specific repair functions refer to 
table 8-5. 
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TabU 8-6. Impaction and Repair Prootduro* 



Slide Group 



Receiver Group 



Holster 



Overall condition: 
Nicks, scratches, and burs. 
Rust or dirt 

Check smftty and disconnector 

Rust or dirt 

Proper assembly. 

Dull black finish, damaged parte, 

and proper functioning. 
Damaged parts. 

Recoil spring must have a free 
overall length of 6-1/2 inches. 
Check for loose sights 
Rust, dirt or foreign matter. 

Damaged parte. 

Rust, dirt or foreign matter. 

Leather will be soft and pliable, 
free from tears, cute and 
cracks. Stitching will be se- 
cure and must hare all snaps, 
hooks and pads in place. 

Note. Bran portion* and our- 
roundmg loaikor will bo froo of 
vordigrio. Loatkor will bo blaok. 



Stone or use crocus cloth. 
Clean and lubricate. 



Clean and lubricate. 

Assemble properly. 
Replace magasine assembly. 

Replace only items 8, 9, 11, 
12, fig R-l, if damaged. 



Clean and lubricate. 

Replace only items 18, 22, 26, 
27, 28, and 80, fig R-l, if 
damaged. 

Clean and lubricate. 

Leather material after being 
water soaked should be cleaned 
with saddle soap after dry- 
ing in the shade. Apply mil- 
dew preservative leather dress- 
ing for field treatment 



Par 8-12c(l) 

Par 8-12a, 8-8 and 

8-4 
Table 8-2 

Par 8-12a, 8-8 and 
8-4 

Par 8-8 and 8-11 
1, fig B-l 

Par 8-12c(2) 

Par 8-12e(8) 

Par 8-12e(8) 
Per 8-12a, 8-8 and 
8-4 

Par 8-12e(2) and 
<•> 

Par 8-12a, 8-8 and 
8-4 

8 or 4, fig B-2 
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CHAPTER 4 
AMMUNITION 



4-1. General 

Ammunition for the Caliber .45 Automatic 
Pistol, M1911A1 is issued in the form of a com- 
plete round. A complete round (cartridge) con- 
sists of all the components (cartridge case, bul- 
let, propellant powder, and primer) necessary 
to fire the weapon once. 

4-2. Classification and Identification of 
Ammunition 

The contents of original boxes or containers 
can be identified by markings on the box. These 
markings indicate the number of cartridges in 
the container, the caliber, the type, the code 
symbol, and the lot number. The types, uses 
and means of identification of ammunition for 
use in the pistol are: 

a. Cartridge, Caliber .45, Ball, M1911, is for 
use against personnel and light material tar- 
gets. The ball bullet consists of a metal jacket 
surrounding a lead alloy core. The bullet tip is 
unpainted. 

6. Cartridge, Caliber .46, Blank, M9, is used 



to simulate fibre and for salutes. This cartridge 
can be fired single shot only in the pistol It 
can be identified by the absence of a bullet and 
by its tapered mouth. 

c. Cartridge, Caliber .45, Dummy, M1921, is 
used for training personnel in the -operation of 
loading and unloading the pistol, and for test- 
ing weapons. This cartridge can be identified 
by the empty primer pocket and two holes in 
the cartridge case. 

d. Cartridge, Caliber .45, Tracer, M26 is used 
for observation of fire. Secondary uses are for 
incendiary effect and for signaling. The bullet 
consists of three parts : a copper-plated or gild- 
ing metal-clad steel jacket, a slug of lead hard- 
ened with antimony and a tracer mixture in 
the rear portion of the jacket The bullet is 
painted red for a distance of approximately 
3/16 inch from the tip. 

e. Cartridge, Caliber .45, High Density Shot, 
XM261 is used against personnel. It employs 
16 spheres incased in a sabot similar in shape 
to the ball bullet 



4-1 
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CHAPTER 5 
DEMOLITION TO PREVENT ENEMY USE 



5-1. G*n*ral 

a. Destruction of the pistol when subject to 
capture or abandonment in the combat zone, 
will be undertaken only when in the judgment 
of the commander concerned such action is 
necessary. If destruction is resorted to, the 
equipment must be so badly damaged that it 
cannot be restored to a usable condition in the 
combat zone either by repair or cannibalixation. 
The reporting of the destruction of equipment 



is to be through regular channels. 

b. Priorities for destruction of parts are: 

(1) Firing pin 

(2) Barrel 

(8) Slide assy w/sights 
(4) Receiver 

c. The same priority for the destruction of 
component parts of the pistol are to be given 
to the destruction of similar components in 
spare parts storage areas. 



S-1 
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APPENDIX A 
REFERENCES 



A-1. Publication Index* 

The following indexes should be consulted frequently for the latest changes or revision of ref- 
erences given in this appendix and for new publications relating to material covered in this man- 
ual. 

Military Publications: 

Index of Administrative Publications DA Past 810-1 

Index of Army Films, Transparencies, GTA Charts, and Recordings DA Past 108-1 

Index of Doctrinal, Training and Organisational Publications DA Past 810-8 

Index of Technical Manuals, Technical Bulletins, Supply Manuals (types 7, 8 DA Past 810-4 
and 9) Supply Bulletins and Lubrication Orders 

A-2. Forms 

DA Form 2028, Recommended Changes to DA Publications 

DA Form 2407, Maintenance Request 

DD Form 6, Report of Damage or Improper Shipment 

A-3. Othftr Publications 

The following explanatory publications pertain to this material. 



&. General. 

Pistols and Revolvers 

Army Equipment Record Procedures 

6. Cleaning. 

Cleaning of Ordnance Materiel 
c. Safety. 

Accident Reporting and Records 



FM 28-86 
TM 88-760 



TM 9-208-1 



AR 886-40 



A»1 
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APPENDIX B 

BASIC ISSUE ITEMS LIST AND ORGANIZATIONAL 
MAINTENANCE REPAIR PARTS AND SPECIAL TOOLS 

LIST 



Section I. INTRODUCTION 



ft-1. Scope 

This appendix lists basic issue items, repair 
parts and special tools required for the per- 
formance of organizational maintenance of the 
Caliber .45 Automatic Pistol, M1S11A1 with hip 
holster and Caliber .45 Automatic Pistol, 
M1911A1 with shoulder holster. 

B-2. General 

This Basic Issue Items, Repair Parts, and 
Special Tools List is divided into the following 
sections: 

a. Basic Issue Items — Section 11. A list of 
items which accompany the pistols. 

b. Maintenance and Operating Supplies — Sec- 
Hon III. A listing of maintenance and operat- 
ing supplies required for initial operation. 

c. Prescribed Load Allowance (PLA) — Sec- 
turn IV. A composite listing of repair parts and 
special tools having quantitative allowances for 
initial stockage at the organizational level. 

d. Repair Parts — Section V. A list of repair 
parts authorized for the performance of main- 
tenance at the organizational level in figure and 
item number sequence. 

e. Special Tools and Support Equipment — 
Section VI. A list of special tools and support 
equipment authorized for the performance of 
maintenance at the organizational level. 

/. Federal Stock Number and Reference Num- 
ber Index— Section VII. A list of Federal stock 
numbers in ascending numerical sequence, fol- 
lowed by a list of reference numbers appealing 
in all the listings, in ascending alpha-numeric 
sequence, cross-referenced to the illustration 
figure number and item number. 

ft-3. Explanation of Columns 

The following provides an explanation of col- 
umns in the tabular lists in Sections II through 
VI. 



a. Source, Maintenance, and Recoverability 
Codes (SMR). 

(1) Source Code. Indicates the selection 
status and source for the listed item. Source 
code used is: 

Code Explanation 
P Applied to repair parts which are stocked 

in or supplied from Army supply system. 

(2) Maintenance Code. Indicates the low- 
est category of maintenance authorized to in- 
stall the listed item. The maintenance level 
codes are: 



Cods 
C 
0 



Explanation 
Operator/crew 
Organisational 



(3) Recoverability Code. Indicates wheth- 
er unserviceable items should be returned for 
recovery or salvage. Items not coded are ex- 
pendable. Recoverability code is: 

Code Explanation 
R Applied to repair parts and assemblies 

which are economically reparable and 
are furnished by supply on an exchange 
basis. 

b. Federal Stock Number. Indicates the Fed- 
eral stock number assigned to the item and 
will be used for requisitioning purposes. 

c. Description. Indicates the Federal item 
name and any additional description of the item 
required. The abbreviation "w/e" when used as 
a part of the nomenclature, indicates the Fed- 
eral stock number includes all armament, equip- 
ment, accessories and repair parts issued with 
the item. A part number or other reference 
number is followed by the applicable five- 
digit Federal supply code for manufacturers in 
parentheses. 

d. Unit of Measure (U/M). A 2 character 
alphabetic abbreviation indicating the amount 
or quantity of the item upon which the allow- 
ances are baaed, e.g., ft, ea, pr, etc. 



ft-1 
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e. Quantity Incorporated in Unit. Indicates 
the quantity of the item used in the functional 
group. 

/. Quantity Furnished with the Equipment. 
Indicates the quantity of an item furnished with 
the equipment (BIIL only). 

g. Component Application. Identifies the 
component application of each maintenance or 
operating supply item (M & 0 supplies only). 

h. Quantity Required for Initial Operation. 
Indicates the quantity of each maintenance or 
operating supply item required for initial oper- 
ation of the equipment (M & 0 supplies only). 

t. Quantity Required for 8 Hours Operation. 
Indicates the estimated quantities required for 
an average 8 hours of operation (M & 0 sup- 
plies only). 

j. Notes. Indicates informative notes keyed 
to data appearing in a preceding column (M & 
0 supplies only). 

k. 15-Day Organizational Maintenance Allow- 
ances. 

(1) The allowance columns are divided in- 
to four subcolumns. Indicated in each 
subcolumn opposite the first appearance of 
each item is the total quantity of items au- 
thorized for the number of equipments sup- 
ported. Subsequent appearances of the same 
item will have the letters "REF" in the allow- 
ance columns. Items authorized for use as re- 
quired but not for initial stockage are identi- 
fied with an asterisk in the allowance column. 

(2) The quantitative allowances for organ- 
izational level of maintenance represents one 
initial load for a 15-day period for the number 
of equipments supported. Units and organiza- 
tions authorized additional prescribed loads 
will multiply the number of prescribed loads 
authorized by the quantity of repair parts re- 
flected in the appropriate density column to 
obtain the total quantity of repair parts au- 
thorized. 

(8) Organizational units providing main- 
tenance for more than 100 of these equipments 
shall determine the total quantity of parts re- 
quired by converting the equipment quantity 
to a decimal factor by placing a decimal point 
before the next to last digit of the number to 
indicate hundredths, and multiplying the deci- 
mal factor by the parts quantity authorized in 

M 



the 61-100 allowance column. Example, author- 
ized allowance for 51-100 equipments is 12; 
for 140 equipments multiply 12 by 1.40 or 
16.80 rounded off to 17 parts required. 

(4) Subsequent changes to allowances will 
be limited as follows: No change in the range 
of items is authorized. If additional items are 
considered necessary, recommendation should 
be forwarded to Commanding General, Head- 
quarters, U.S. Army Weapons Command, 
ATTN: AMSWE-SMM-SA, Rock Island, Il- 
linois 61201, for exception or revision to the 
allowance list Revisions to the range of items 
authorized will be made by the U.S. Army 
Weapons Command based upon engineering 
experience, demand data, or TAERS Informa- 
tion. 
I. Illustration. 

(1) Figure Number. Indicates the figure 
number of the illustration in which the item is 
shown. 

(2) Item Number. Indicates the call-out 
number used to reference the item in thf il- 
lustration. 

B-4. Special Information 

Identification of the usable on codes of this 
publication are: 

Code U$4d on 

Parts without any code are used on either 
the Pistol, Caliber .45, Automatic 
M1911AI with Hip Holster or Pistol, 
Caliber .45, Automatic M1911A1 with 
Shoulder Holster. 

A Pistol, Caliber .45, Automatic, M1911A1 

with hip holster only. 

B Pistol, Caliber .45, Automatic, M1911A1 

with shoulder holster only. 

B-5. How to Locate Ropair Parts 

a. When Federal stock number or reference 
number is unknown : 

(1) First. Find illustration B-l covering 
the Caliber .45 Automatic Pistol, M19UA1. 

(2) Second. Identify the repair part on the 
illustration and figure and item number of the 
repair part. 

(3) Third. Using the Repair Parts Listing 
locate the illustration figure and item number 
noted on the illustration. 

b. When Federal stock number or reference 
number is known : 
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(1) First. Using the Index of Federal 
Stock Numbers and Reference Numbers find 
the pertinent Federal stock number or refer- 
ence number. This index is in ascending FSN 
sequence followed by a list of reference num- 
bers in alpha-numeric sequence, cross-refer- 
enced to the illustration figure number and 
item number. 

(2) Second. Using the Repair Part List- 
ing, find the illustration figure number and 
item number referenced in the Index of Fed- 
eral Stock Numbers and Reference Numbers. 



B-6. Abbreviations 

Abbreviation* 

fU-hd 

NS 

o/a 

phos-ctd 

8 



Explanation 
fillister head 

American National Special 

Thread 
over-all 

.phosphate coated 
.steel 



ft-7. Federal Supply Codes for Manufactur- 
ers 

Coda* Manufacturer* 

19204 Rock Island Arsenal 
Rock Island, 111. 61201 

19205 Springfield Armory 
Springfield, Mass. 01101 

78277 E.F. Houghton and Co 

SOS W. Lehigh Ave 
Philadelphia, Pa. 19188 

81848 Federal Specifications 

81849 Military Specification 
98808 Bray Oil Co 

8844 Medford St 

Los Angeles, Calif. 90068 
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Section II. BASIC ISSUI TOMS LIST 



(It 

Btoev. Oi 

U> A>> " 

•OIITM MUBt 


id 

•at 


(t) 
ndinl 

No. 


(I) 

Pwcrlptlon 

lUftrcnct No. * Mfr. Cod* Vnbto On Codt 


t4) 

Unit 
Of 


(6) 

IB 

Van 


Qty. 

fun. 
Wtth 


CD 


m 

Mo. 


w 
Mo. 


P C 




1006-660-8694 


MAGAZINE, CARTRIDGE: 


EA 


1 


8 


B-l 


1 








6608694 (19806) 














1006-560-4086 


BRUSH, CLEANING, 8MALL 


EA 




1 


B-8 


1 








ARMS: M6, BORE 


















5604086 (19806) 
















L006-666-4108 


ROD, CLEANING, 8MALL ARM8: 


EA 




1 


B-8 


8 








M4 


















6664108 (19806) 
















1086-688-6491 


HOLSTER, PI8TOL: HIP, M1916 


EA 




1 


B-8 


8 








(BLACK) 


















7791466 (19806) A 
















L086-878-8868 


HOLSTER, PISTOL: SHOULDER, 


EA 




1 


B-8 


4 








M7 (BLACK) 


















7791687 (19806) B 













M 
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facNtn WL MAMfMANtt AND OMftATMQ SUfWlS 



tt) 


<o 

No. 


CO 


(4) 

Q*. Baquirad 
Vor fnttlal 


(•) 

OUT.**** 
Ftar 1 Boon 


fO 


GENERAL 

APPUCATION 


100M8S4MS 


SWAB, SMALL ARMS 

CLEANING 

(1000 PIE PQ) 
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Section IV. PtiSCRIBCD LOAD ALLOWANCI 



(1) 


(I) 


<*> 




(4) 




Mini 




Qty. Inc. 


lf-Doy On 


ftmffot 


koool 


Stock 
No. 


Doocriptfton 


In Unit 


M 


o!nt AOowooot 




Pack 


(01 


(b) 


(e) 


W 




Usobte On Cod* 




1-1 


•-so 




fil-lOt 


1006-601-8198 


LINK, BARREL: 


5 










1005-560-8094 


MAGAZINE, CARTRIDGE: 


1 






8 




1005-288-8566 


8WAB, SMALL ARMS CLEANING: 


1 






• • • 




1005-560-4086 


BRUSH, CLEANING, SMALL ARMS: 


10 






2 




1005-556-4108 


ROD, CLEANING, SMALL ARMS: 


1 






• • • 




5805-601-8028 


SCREW, MACHINE: 


10 










5815-501-8199 


PIN, STRAIGHT, HEADLESS: 


10 






• • • 
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S*crien Vi. MMX— HDRAL STOCK NUMMR AND PART NUMMR 





CROSS ROTRI 


enci to n 


OUHE AND ITIM NUMHI 


I 






It»m 


Pmri 


Mfg 


Fim 


Numbtr 


N: 




N: 


N: 


jy # 


10064014194 


B-l 


to 


6016194 


19106 


B-l 


1006-6014106 


B-l 


t 


6016106 


19106 


B-l 


10064014104 


B-l 


It 


6018199 


19106 


B-l 


10064604086 


B-t 


1 


6016104 


19106 


B-l 


1006-6604604 


B-l 


1 


6604066 


19106 


B4 


1006466-4006 


B-l 


tt 


6606094 


19106 


B-i 


1006466-4061 


B-l 


n 


6664061 


19106 


B-l 


1006466-4101 


B-t 


t 


6664066 


19106 


B-l 


10064004600 


B-l 


u 


6664101 


19106 


B4 


Iflftg #AA —Aft 

wot gyp goop 


o*l 


mm 

mm. 


6008609 


19106 


*")■ 


10064004001 


B-l 


16 


6006600 


19106 


B^l 


mm itt em 


B-l 


6 


0006601 


19106 


B-l 


lttt-tTt-ttU 


B-t 


4 


0019018 


19106 


B-l 


M0f-6M-M» 


B-l 


16 


7791466 


19106 


B-t 


MlMOl-tltt 


B-l 


6 


7791617 


19106 


B-t 



lUm 

tt 
t 
t 

It 

1 
1 

tt 

rt 

t 
11 
tt 
it 
it 

t 

4 
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APPENDIX C 
MAINTENANCE ALLOCATION CHART 



C-l. Omral overhaul 

The maintenance allocation chart indicates 
specific maintenance operations performed at 
proper maintenance levels. Deviation from 
maintenance operations allocated in the chart 
is authorized only upon approval of the Com- rebuild 
manding Officer. 



C-2. Maintenance Functions 



Section I. INTRODUCTION 



To restore an item to a completely 
serviceable condition by disassem- 
bling the item to determine the con- 
dition of each of its component parts 
and reassembling it using serviceable 
or new assemblies, subassemblies or 
parts. 

To restore an item to a standard as 
nearly as possible to original or new 
condition in appearance, perform- 
ance, and life expectancy. This is 
accomplished through complete dis- 
assembly of the item, inspection of 
all parts or components, repair or 
replacement of worn or unservice- 
able elements (items) using original 
manufacturing tolerances and speci- 
fications, and subsequent reassembly 
of the item. 



The maintenance allocation chart designates 
overall responsibility for the maintenance 
function of an end item of assembly. Mainte- 
nance functions will be limited to and defined 
as follows: 

INSPECT To determine serviceability of an item 
by comparing its physical and 
mechanical characteristics with es- 
tablished standards. 

TEST To verify serviceability and to detect 

electrical or mechanical failure by 
use of test equipment 

SERVICE To dean, preserve and lubricate. 

ADJUST To rectify to the extent necessary to 
bring into proper operating range. 

ALIGN To adjust specified variable elements 

of an item to bring to optimum per- 
formance. 

CALIBRATE To determine the corrections to be 
made in the readings of instruments 
or test equipment used in precise 
measurement Consists of the com- 
parison of two instruments, one of 
which is a certified. standard of 
known accuracy, to detect and ad- 
just any discepancy in the accuracy 
of the instrument being compared 
with the certified standard. 

INSTALL To set up for use in an operational 
environment 

REPLACE To replace unserviceable items with 
serviceable assemblies, subassemblies, 
or parts. 

REPAIR To restore an item to a serviceable 
condition. This includes, but is not 
limited to, inspection, cleaning, pre- 
serving, adjusting, replacing, weld- 
ing, riveting, and strengthening. 



C-3. Explanation of Format 

Purpose and use of the format are as follows : 

a. Column a, Group Number. Lists group 
numbers, to identify components and assem- 
blies. 

b. Column b, Component Assembly Nomen- 
clature. Lists the noun names of groups and 
assemblies on which maintenance is authorized. 

e. Column c, Maintenance Functions. Lists 
the various categories of maintenance to be 
performed on the weapon. 

d. Use of Codes. Explanation of the use of 
codes in maintenance function, column c, is as 
follows: 

Cede Explanation 
C Operator/Crew 
0 Organisational Maintenance 

F Direct 8upport Maintenance 

H General 8upport Maintenance 

D Depot Maintenance 

e. Column d, Toots and Equipment. This col- 
umn will be used to specify those tools and test 
equipment required to perform the designated 
function. 

/. Column e, Remarks. Self-explantory. 

Net*. Columns not utilised are considered not ap- 
plicable. 

C-l 
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faction II. MAINTENANCE ALLOCATION CHART 

PISTOL, CALIBER .45, AUTOMATIC, AT101M1 



i 



! 



PISTOL, CAL. .46 AUTO- 
MATIC M1911A1 
MAGAZINE CARTRIDGE 
STOP. SLIDE 
SLIDE GROUP 
RECEIVER GROUP 



t 



I 
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By Order of the Secretary of the Army: 



W. C. WESTMORELAND, 
General, Patted Stat* Army, 
CkUf e/ Sis//. 



OffldeJ: 

KENNETH 0. WICKHAM, 

Major General, UniUd Steiet Army, 

Th4 Adjutant General. 



DISTRIBUTION: 

To be distributed in aeeordsnee with DA Form 12-40 (qtyrqr Block #116) remUremean 
for Organisational maintenance, Pistol, CaL AS, Automatic M1911A1. 
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PLEASE RETURN TO 
ALDERMAN LIBRARY 



DUE 


DUE 
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